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PERSONAL PROTECTOR

PLEASE READ AND FOLLOW THESE DIRECTIONS CAREFULLY
TITAN - KXL-200

SAFETY SWITCH

HAND TRAP
WITH SAFETY PIN

ALARM  SHOCK
SWITCH  SWITCH

FEATURES

1. Durable PC stick can withstand heavy knocks.

2. High decibel alarm is effective to summon for help and for self-defense.

3.ABS handle guard protects the hand from hurt

4. Touching against any part of assaliants body will starile him with great pain, muscle & shock, daze and low of balance.

6. Anti-Robbery application: The electric shock function will be disabled immediately when the security pin been pulled out(device been
fobbed), and then the siren will sound automatically and can'tbe stopped uniil the security pin been placed back to position.

OPERATION INSTRUCTION

. To operae the alarm function, pressing down safety switch, then pressing down alarm swich, the 120d8 siren willfunction
immediately.

2. To operate the elecric shock function. pressing down safety swithch, then pressing down electric shock switch, the high voltage
electric shock will function immediately.

Caution:
The slectric paralysor will only funtion with the hand trap attached. As the safely pin is detached from the product, the piercing
high pitch sound will scare the perpetrator away; meanwhile, the electric shock function will be stopped. You must plug i the safety
pin, the alarm willstop and electric shock an work.

Atno time should any part the hand or body be closer to the contact ptobes than the switch and safety zone plate. (a distance of
approximately 1 112") Getting closer than (s to the contact probes may resul in receiving a shock from the unit

When the switch s pressed, a charge wil fire between the conductive plate. The unitwill continue to fire until the switch is released.
Fire a test charge foe only one second duration.

WARNING: Repeated charges fired into dead air, for a duration of longer then 1 second may damage the unit or decreases its
effect:

70 REPLACE THE BATTERY

1. As the battery begins to drain, the speed of the current will ¢ noticeable slower. This is the time to change new alkaline battery.
2. Counterclockwise the battery compartment (1) and pull out the tail cover (2) carefully.

3. Seperately the white battery connecting plug carefuly (3). Then you may change the battery.
4.To close the tail cover, make sure the (44) aim at (4B).

5. Push the tail cover (8) then clockwise (5) to lock the cover.

PR SHOULDER
BeLowRia cace:

% Ploase keep this and al
Weapons well out ofthe  AROUNO THE HPS,
reach of children.

¥ Use of a stun gun near or
around flammable gasses a
sevaro risk of explosion.

¥ One yoar warranty in normal
use.







HƯỚNG DẪN SỬ DỤNG VÀ BẢO QUẢN DÙI CUI ĐIỆN TITAN KXL

I. Đặc điểm:

- Thân dùi cui bằng nhựa PC, có thể chịu được va đập mạnh. Có quai bảo vệ phần tay cầm.

- Điện thế: 150 kV.

- Còi báo động cường độ cao: 120 dB. 

- Kích thước: 490 x 50 x 43 mm.

- Trọng lượng: 760 g (bao gồm cả pin).

- Sử dụng 02 pin Alkaline 9V.

II. Hướng dẫn sử dụng:

- Tháo lắp pin: xoay nắp khoang chứa pin ở phần tay cầm ngược chiều kim đồng hồ. Lắp 02 viên pin 9V alkaline vào 02 sợi dây có đầu điện cực, chú ý lắp đúng cực (+), (-). Sau đó, lắp pin vào trong khoang chứa pin rồi vặn nắp lại theo chiều kim đồng hồ. Chú ý: Thao tác nhẹ nhàng để tránh hư hại dây điện và bo mạch điện bên trong.

- Nhấn công tắc bật/tắt nguồn an toàn để bật/tắt dùi cui. Công tắc sử dụng dùi cui điện có 03 vị trí. Vị trí ở giữa: Dùi cui ở chế độ chờ. Để bật còi báo động thì ấn công tắc về phía trước, để tắt còi thì bật về vị trí giữa. Để phóng điện thì ấn công tắc về phía sau, để ngừng phóng điện thì bật về vị trí giữa.

III. Công dụng:

- Kiểm tra sự phóng điện của dùi cui điện bằng cách gạt công tắc đến vị trí đánh điện trong khoảng 01 giây. Tấn công đối tượng bằng cách phóng điện và chạm vào cơ thể đối tượng. Tấn công vào các bộ phận cơ thể là: vai, xung quanh hông để có hiệu quả nhất.

- Phóng điện dưới 01 giây sẽ làm cho đối tượng bị co cơ và đẩy ra phía sau.

- Phóng điện từ 1 đến 3 giây sẽ làm cho đối tượng bị mất phương hướng và ngã.

- Phóng điện từ 3 đến 6 giây sẽ làm cho đối tượng bất động, ngã ra đất, choáng váng và yếu đi.

- Phóng điện từ 6 đến 10 giây sẽ làm cho đối tượng bất tỉnh.

- Chú ý: Nếu phóng điện liên tục và lâu hơn 10 giây sẽ làm hỏng dùi cui điện và ảnh hưởng đến điện áp của dùi cui.

IV. Chú ý quan trọng:

- Không sử dụng dùi cui điện dưới trời mưa, gần các vật liệu dễ cháy nổ như: xăng, dầu, khí gas, …

- Chức năng chống cướp giật: Yêu cầu phải đeo dây an toàn vào cổ tay khi sử dụng. Vì khi bị giật mất dùi cui điện thì dây chốt an toàn sẽ tách ra khỏi dùi cui, khi đó dùi cui sẽ mất chức năng phóng điện, đồng thời, còi báo động sẽ kêu, khiến cho đối tượng giật dùi cui hoảng sợ và không sử dụng được dùi cui để tấn công ngược trở lại. Dùi cui sẽ hoạt động như bình thường sau khi gắn lại chốt dây an toàn.

V. Bảo quản:

- Để nơi khô ráo, tránh nơi có độ ẩm cao.

- Không đặt hoặc sử dụng dùi cui gần môi trường dễ gây cháy nổ như: xăng, dầu, khí gas, …

- Nếu không sử dụng dùi cui điện trong một thời gian dài, tháo pin ra khỏi dùi cui để an toàn trong phòng chống cháy nổ, tránh gây nguy hiểm cho người sử dụng và tránh gây hao tốn điện năng của pin. Tuy nhiên, sau từ một đến hai tuần, nên lắp pin vào gậy để kiểm tra tình trạng hoạt động của dùi cui, để đảm bảo các mạch điện không












Bật còi báo động





Phóng điện





Vòng đeo tay kiêm chốt an toàn





Công tắc an toàn








